METRIC STRUCTURAL STEEL

The structural steel for this project is specified in SI (Metric) units with plate thickness
designated in millimeters in accordance with AASHTO M 160M.

The substitution of structural stedl in US Customary nominal thickness is permitted for primary

and secondary members defined as follows:

Primary members - members such as webs and flanges of plate girders, transverse and

(10-12-01)

bearing stiffeners, girder field splice plates, and connector plates for curved girders.

Secondary members - members such as connector plates for straight girders, bearing plates
and miscellaneous hardware.

Such subsgtitution is limited to the values shown in the following table.

Material Specified Primary Members Secondary Members
Metric (mm) US Customary (in) US Customary (in)

8 3/8 *

9 3/8 *
10 7/16 3/8
11 7/16 *
12 1/2 *
14 9/16 *
16 11/16 5/8
18 3/4 11/16
20 13/16 3/4
22 7/8 *
25 1 *
28 1-1/8 *
30 1-3/16 *
32 1-5/16 1-1/4
35 1-7/16 1-3/8
38 1-1/2 *
40 1-5/8 *
45 1-13/16 *
50 2 *
55 2-1/4 *
60 2-3/8 *
70 2-13/16 2-3/4

* These values are the same as those for Primary members.

There will be no additional payment for any extraweight incurred as a result of any substitution.




